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ROOF LEADER No. 410 FILTER FABRIC
OVERFLOW THERE SHALL BE A MINIMUM OF A 3” LAYER OF
\ LOAM SUITABLE FOR SEEDING AND STABLIZATION
SPLASH BLOCK CLEAN BACKFILL
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1 1/4” DOUBLE WASHED STONE »
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STORAGE CAPACITY REQUIRED: 1.0 inch rainfall x 2673 s.f. = 223 cu. ft.
PROVIDED LEACHING CAPACITY:
CULTEC RECHARGERS R-—280HD
STORAGE VOLUME PER INSTALLED UNIT = 105.11 cu.ft. (CULTEC GUIDELINES)
CULTEC UNITS REQUIRED = 223 cu.ft./105.11 cu.ft/unit = 2.2 UNITS
TOTAL STORAGE: (105.11 cu.ft. x 2 UNITS/SYSTEM) x 2 SYSTEMS = 420 cu.ft.

*PROVIDE TWO (2) SYSTEMS, ONE AT EACH END OF THE HOUSE
NOTE ALL ROOF RUNOFF SHALL BE DIRECTED TO INFILTRATIONS SYSTEM

RESIDENTIAL ROOF RUNOFF CULTEC DRY WELL
CULTEC CONTACTOR RECHARGER R-280HD
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NOTES:

1. EROSION CONTROLS SHALL BE INSTALLED  ALONG THE STREET

AFTER FINAL GRADING OF  THE SITE IS COMPLETE.

2. A CRUSHED STONE CONSTRUCTION ENTRANCE SHALL BE

INSTALLED AT THE ROADWAY.

3. PRIOR TO CERTIFICATE OF COMPLIANCE THE APPLICANT SHALL
SUBMIT A CERTIFIED ASBUILT  PLAN DEPICTING THE FINAL GRADING,

~_44,453 HOUSE, DRIVEWAY AND DRAINAGE SYSTEM.

4. THE WETLAND RESOURCE AREA WAS DELINEATED BY ECOTEC, INC.

REVISED: MARCH 26, 2020
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EO”[ 19 EXCHANGE STREET : WALPOLE, MASSACHUSETTS NOVEMBER 6, 2019
HOLLISTON, MA 01746 PREPARED FOR:
( IN FEET ) SCALE: 1"=20'
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